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CONSTRUCTION DETAILS

Ground mounted

Install 24 in.
Iinstall 12 in.

Install signal

Install © in.
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Instali electrical
Instali a 2 in.

Instaltl a 6 f+.
Instatl g 6 f+.
Instaltl a 1 in.

Install a 3 in.

handhol e.
PVC schedule 80 electrical

sign to be instalied by others.

x 30 ft+. auadrupole vehicle loop detector (3—6-3 turns) encased in flexible tubing.
X 6 ft. vehicle loop detector (4 turns) encased in flexible tubing.
liquid tTights

conduit — trenched.

821407—

5577 em

flexible, non—metallic conduit for detector wire sleeve.

PVC schedule 80 electrical conduit (slotted) prior to the final rcadway re—surftacing.

Install new 3 section signal head with hardware for upright mounting.

white reflective thermoplastic pavement markings.

white reflective thermoplastic pavement markings.

head and overhead sign on existing mast arm as shown.

Remove existing handhole.

Use existing handhole.

Abondon existing 1oop detector.

Cap & abondon existing conduit.

Existing ground mounted sign to be removed by others.

Remove existing signal head from existing mast arm.

Instail 1in. galvanized steel conduit for detector wire sleeve.

vel low reflective thermcplastic pavement markings.
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Remove existing mast arm. signal heads and signs.

Install 38 f+ mast arms with 12 ++. sleeve. signal heaqds
and signs as shown. See general note 7.

Use existing conduit.

Rewire existing pedestrian signal head and re—route through new conduit.
Insta!l pedestrian pushbutton on existing pole.
Install sign on mast arm as shown.

Install 6” white reflective thermoplastic pavement marking.
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PHASING NOTES:

l. PHASES ASSOCIATED BY A SOLID LINE WILL

NOT OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED BY A DASHED LINE SHALL

OPERATE CONCURRENTLY.
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FLASHING
OPERATION

GENERAL NOTES

L.

CONTRACTOR MUST TRENCH AND INSTALL ALL CONDULTS

PRIOR TO POURING CONCRETE UNLESS IT IS NOTED

ON THE PLANS OTHERWISE.

PAVEMENT MARKINGS DETAILED ARE PROPOSED AND
ARE TO BE INSTALLED BY THE CONTRACTOR IN

ACCORDANCE WITH SHA STANDARDS.

‘D.0." INDICATES DELAY OUTPUT LOOP DETECTOR.

THE LOOP DETECTORS AND CONDUITS MUST BE INSTALLED
PRIOR TO THE INSTALLATION OF THE PAVEMENT MARKINGS.

CONTRACTOR MUST VERIFY LOCATION OF ALL PROPOSED
GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.

SEE PAVEMENT MARKING PLANS FOR
PAVEMENT STRIPING.

CONTRACTOR MUST CHECK FLANGE FITTING FOR MAST ARM @ SW
CORNER BEFORE STARTING INSTALLATION.
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